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Dot12 Magnetic Mini 
12W 34D Ra90 24V dimmable

Material

Output

VOltage

Origin

life tiMe

DirectiOn Of MOunting

leD type

DiMensiOns (l×W×H)

BeaM angle

ip classificatiOn

Wattage

Warranty

aluminium

1015 lm

24 VDc

prc

30000 Hours

ceiling / Wall

OsraM

196 × 22.5 × 42mm

34D

ip20

12W

3 years

applicatiOn

cri

DiMMaBle

for Magnetic track

ra90

yes

geneRal infoRMation

illuMinant

34o90 2024
VDc

3
years

22.5mm

42mm

196mm

30000hr

coloR cct
SKu

Dali, triac, 0/1-10V Dimmable 
(external driver)

Dali
(internal driver 24VDc)

sandy black
2700Κ Ξ4010103-106 Ξ4010103-263
3000K Ξ4010103-012 Ξ4010103-185
4000Κ Ξ4010103-083 Ξ4010103-186

sandy white
2700Κ Ξ4010103-262 Ξ4010103-264
3000K Ξ4010103-077 Ξ4010103-187
4000Κ Ξ4010103-084 Ξ4010103-188
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Laboratory and Equipment

Test lab

Spectrometer Manufacturer and Model

Measurement date 3/14/2025

Measurement Conditions

Tested c-planes 37 – distance {C_PLANES_DIST}°

Tested gamma angles 181 – {H_PLANES_DIST}°

Input Power 12.0 W

Tested Light Source

Luminaire Dot12 Magnetic Mini 12W 3000K 34D RA90 24V BLACK

Basic Luminous Shape PANEL

Item No.

Manufacturer BARISLIGHT

Main Light Measurement Results

Output   –   Total Lumen (Up% / Down%) 1015 lm   –   0.39% / 99.61%

Efficiency 85 lm/W

Peak Intensity 3818 cd

Correlated Color Temperature. CCT 3000 K

Color Rendering Index CRI 90.0
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Light measurement results Print date 3/14/2025

www.visosystems.com Page 1 of 4

0° 15°15° 30°30°

45° 45°

60° 60°

75° 75°

90° 90°

105° 105°

1600

2400

3200

4000

cd η = 100.0%
C0 - C180
C90 - C270

Polar light distribution diagram
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Forward Light
Low (0-30°) 496.4 lm 48.9%

Medium (30-60°) 19.7 lm 1.9%

High (60-80°) 0 lm 0%

Very High 0 lm 0%

Back Light
Low (0-30°) 482.5 lm 47.5%

Medium (30-60°) 12.4 lm 1.2%

High (60-80°) 0 lm 0%

Very High 0 lm 0%

Uplight
Low (90-100°) 0 lm 0%

High (100-180°) 4 lm 0.4%

Total
Sum 1015 lm 100%

C0 - C180
C90 - C270

IESNA TM-15-07 Luminaire Classification System For Outdoor Luminaires
BUG rating B1 U1 G0

cd

Dot12 Magnetic Mini 
12W 34D Ra90 24V

PolaR light DiStRibution DiagRaM lineaR intenSity DiStRibution


